CLAIMS 



1. A coin receiving and dispensing device, for 
holding a coin received from a coin receiving inlet, and 

5 for dispensing the coin to a coin dispensing outlet by 
denominations , comprising : 

a coin holder, for holding the coin by denominations, 
a width of which is formed substantially the same as a 
diameter of the coin; 
10 a coin dispensing belt located at a bottom part of 

the coin holder and driven by drive power for carrying 
the coin held in the coin holder toward the coin 
dispensing outlet by an outer side coin carrying surface; 

a belt guide for guiding the coin dispensing belt 
15 along a coin carrying direction by controlling positions 
of both sides and an inner side of the coin dispensing 
belt; 

a coin contacting face provided at both sides of 
the belt guide and located lower than the coin carrying 
20 surface; and 

an escape space formed on the belt guide, for 
allowing the coin carrying surface of the coin carrying 
belt to be located lower than the coin contacting face 
when a downward bending force is applied to the coin 
25 dispensing belt. 

2. The coin receiving and dispensing device 
according to claim 1, wherein the escape space is formed 



18 



in a concave shape, 

3* The coin receiving and dispensing device 
according to claim 1, wherein a length of the escape space 
in the coin carrying direction is at least longer than 
5 a length of the diameter of the coin + (the thickness 
of the coin dispensing belt X 2) . 

4. The coin receiving and dispensing device 
according to claim 1, wherein the belt guide is located 
at a center part of the coin holder. 
10 5. The coin receiving and dispensing device 

according to claim 1, wherein the coin contacting face 
is formed flat. 

6. The coin receiving and dispensing device 
according to claim 1, wherein the belt guide and the coin 

15 contacting face are integrally formed. 

7. The coin receiving and dispensing device 
according to claim 1, wherein an inner surface of the 
carrying belt is formed flat. 

8. The coin receiving and dispensing device 
20 according to claim 1, wherein one end of the coin 

dispensing belt at a coin carrying direction side is 
located higher than the other end of the coin dispensing 
belt at a coin holder side. 

9. The coin receiving and dispensing device 
25 according to claim 7 , wherein an upper part of the coin 

holder further comprises a sorting hole for sorting the 
coin to be held in the coin holder by denominations. 
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10. The coin receiving and dispensing device 
according to claim 7, wherein an exit of the coin holder 
further comprises a separating roller for separating the 
coin one by one. 
5 11. The coin receiving and dispensing device 

according to claim 1, wherein an upper part of the coin 
holder further comprises a sorting hole for sorting the 
coin to be stored in the coin holder by denominations. 

12. The coin receiving and dispensing device 
10 according to claim 1, wherein an exit of the coin holder 
further comprises a separating roller for separating the 
coin one by one. 
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